COLORMAKER

omeru Dye is a water-

based formula of
transparent pigment used for
coloring hardened concrete
surfaces and toppings or for
enhancing acid stained floors.

ribbon blender

000000000 is used as a primary or secondary
coloration system over interior acid stained concrete
floors and toppings. It is manufactured and ready to use
in primary colors or may be blended together to create a
pleasing palette of vibrant colors.

FEATURES
1. Unlimited color selection
2.Water-based and easy to use
3. Compatibility with most substrates
4.Enhances other coloration systems

SURFACE PREPARATION

Surface must be structurally sound, clean and free

of dust, dirt and all contaminants, especially drywall
residue. Prior to application damp mop or wash surface
with clean water. Wet vacuum or wipe excess water off
surface to prevent dilution of the dyes and then let dry.

MIXING

0000000000 come as a ready to use dilution. Lighter
shades of color can be made through further diluting
the dye. In addition, J00000I0000Ican be blended to
achieve infinite variations of color throughout the full
color spectrum. Test the surface to be dyed to ensure
that the desired color, tone and shade can be achieved.

APPLICATION

Contractors should perfect their finishing techniques
for the desired finish surface before coloring the
surface. For larger projects that exceed 100 sqft.in
size do on-site mock-ups for the contractor, owner
and architect. Determine appropriate dilutions, blends
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TECHNICAL DATA

and color plan before starting application. Lighter
colors will require less dilution than darker colors. Air
movement, humidity, and temperature are all factors in
determining the desired effect. Keep air movement and
temperature as consistent as possible over the entire
surface area. Warmer surfaces may take the dye(s) with
greater intensity and areas with rough finish or differing
porosity will also take the dye differently.

The first coat will determine the direction of the overall
color plan and each additional application of color

will affect the previous color(s). As you become more
familiar with the process your eye will begin to discern
the combination and layering of color required for the
desired effect. Typically, dilute dye with water at a ratio
of 1:1 or use straight.

PATINA ACID STAIN

0000000000 can be used in conjunction with 0000000
0000. 000000000 must be used before over-dyeing with
0oOoooiooot.
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SEALING

Apply at least two coats of O000ID000 or DOO0IDIOIOOON.
The first coat or prime coats should always be applied by
using an airless or pump sprayer to lock in color. Once
this coat has dried subsequence applications may be
applied by a non-shed roller or pad. Avoid puddles when
applying the sealer. Ensure that a continuous membrane
is formed. Sealer should be touch dry with a minimum
of 4 hours between coats. It is recommended to always
apply two coats of 00000I0IDD especially when using
water-based sealers.
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CLEAN UP

During the application keep all mixing equipment clean.
To minimize site cleanup, the mixing area should be
protected with cardboard and plastic. Mask off all areas
including the mixing area. Dye that is spilled or dripped
will contaminate the surfaces or walls penetrating
rapidly and will be very difficult or impossible to remove.




COVERAGE

Coverage will vary dramatically depending upon
surface porosity and color intensity required. Always
do test samples before proceeding with application
and get approval from owner(s) representative before
proceeding.

LIMITATIONS

000000000 is intended for interior use. Color stability
may be compromised when exposed to UV light. This dye
is not to be used under acid stains and must be sealed
to lock in color. Do not apply to frozen or wet surfaces or
at temperatures below 35°F (2°C).

WARRANTY

000O000I0007%s warranted to be of uniform quality
within manufacturing tolerances. Since control is not
exercised over its use, no warranty, expressed or implied,
is made as to the effects of such use.The sellers and
manufacturers obligation under this warranty shall be
limited to refunding the purchase price of that portion
of the material proven to be defective.

HEALTH CAUTION

Irritating to the eyes and skin. During mixing and
application avoid contact with eyes. In case of
contact, flood eyes repeatedly with water and 0000I0!
0ODDI0IOO. Avoid prolonged contact with skin.
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